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Model Width Depth Height | # Slots Slot Flooring | Casters
“w” “D” “H” Width Strips
HE-1G200 45” 40” 41 % 25 11/16” HDPE 6”
HE-IG300 651/2” 40” 41 % 40 11/16” HDPE 6”
HE-1IG500 80 1/2” 40” 41 % 50 11/16” HDPE 6”
HE-IG600 87" 40” 41 % 55 11/16” HDPE 6”
HE-1G700 95 1/4" 40" 417 60 11/16” HDPE 6”
HE-IG800 80 1/2” 40” 41 % 25 2 5/8” HDPE 6”
HE-1G-900 48" 40" 41 25 11/4" HDPE 6"
HE-1G-1000 100" 40" 41 40 1 3/4" HDPE 6

PRODUCT DESCRIPTION

The Dual IG Storage Rack Unit is a free loading harp storage rack mounted on four (two swivel and two fixed) heavy-duty
casters with one floor lock. The floor is flat with glass handling controlled by a dual set of fixed dividing rods.

MECHANICAL FEATURES

The rack base and back vertical members are all MIG welded construction, arms are bolted to the vertical back and the
harp strings are removable, vinyl tube covered, so that the vinyl tubing can be replaced when it becomes worn. The rack
is mounted on four casters (two swivel & two fixed) and rack flooring contains four (4) strips of HDPE glass contact
surfaces.

SPECIFICATIONS

Load Capacity: 3,000 pounds

Rack Frame: Welded Tubular Steel

Tubing: Strings are removable for PVC tubing renewal
Minimum Glass Size: 18 Inches Square

Maximum Glass Size: 38 x 72 Inches

* Racks are Shipped Stacked & Vertically Nested
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